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Since 1986, Aqualia Ltd has specialized in the
manufacture of PVC and Polyethylene pipes to international 
standards MS ISO 1452-2, MS EN 1453-1,EN 12200-1 and MS 
ISO 4427-2, MS EN 13476-2, MS IEC 61386-21/22/24 
respectively. The certi�cation of our Quality Management 
system to ISO 9001: 2015 is further evidence of our total 
commitment to quality. The company also
engaged into a strategic joint venture with leading
international partners, providing the business with
increased technical know-how and competencies. 
Knowledge sharing and transfer is an on-going process 
between the two companies, promoting a performance 
and quality culture throughout the organization.

In addition to the manufacturing and distribution of pipes 
and �ttings, we have a dedicated unit to Irrigation and 
pumps.

Our customer base, both in the private and public
sectors, includes retail outlets, parastatal bodies such as the 
Central Electricity Board and the Central Water Authority, as 
well as building and civil contractors, hotels and the 
Manufacturing and Sugar Industries amongst others.    

We aim at consolidating our position as one of the regional 
leaders in the manufacturing and distribution of high quality 
products. We provide innovative services to our clients, while 

acting with integrity and working towards exceeding the 
expectations of all our stakeholders. 

                           unplasticised PVC 
(uPVC) pressure pipe is a tried
and tested system demonstrat-
ing a long track record in 
potable water distribution and 
irrigation.

DURAPIPE pressure pipes are
manufactured to MS ISO 1452-
2:2009 speci�cations, incorporat-
ing the traditional design 
stresses of 10 and 
12.5 MPa and the Quality 
Management System of
 the company is backed 
by its certi�cation to 
MS ISO 9001 : 2015.

The PVC resin from which the pipes are made has a minimum
required strength (MRS) of 25 MPa. All the additives used to 
enable the manufacturing process are lead free and absolutely 
safe for the conveyance of drinking water.


